Electrical and Control ET6123

Voltage = - 220v-240V .
Power - 8W2 .
PowerSupply | Builtin
Control ONfOFF .
Insulation Class = Classl
Cable 0.5M HOSRN-F 3x1mm*
Environmental -20°C~50°C

LED and Optics

LEDBrand Citizen/CREE

LED Quantity coexz2

Beam Angle 15°/24°/36°/50°/20°°50°

Delivered Lumen 2547Im*2(24°)

Colour Rendering ¢ CRIsO

socm s

cr 3000K/4000K/5000K/

LED Optic | PMMALens

Physical B

Housing Aluminium
”””””””””””””””””””””””””””””” R 100 ¢85
Lens Material Glass o —
7777777777777777777777777777777777777777777777777777 = ( 0% }3
External Screw | Stainless steel material ° "l " o
Surface Treatment Anticorrosive coating

NetWeight 55KG ’ 9 T

Warranty dyears °

Rating IP65 o b
””””””””””””””””””””””””””” 45 160 -

Impact Protection IKO8

Certifications c E ,,,,,,,,,,,,,,,,,,,,, RAL9006 RAL9016
. Mi I'b
Photometric curves: Ratzotz  [IRAL70161
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- 5 H(m) o(m) IX(MAX) H(m) g(m) Ix(MAX)
2 0.82 1152 2 1.82 890
o » 4 1.64 288 4 3.65 222
0 6 246 128 6 5.47 99
o 8 3.29 4l 8 7.29 55

http://www.shetl.com | +86-21-69778613-832 | export@shetl.com 23 Juhai Road, Qidong Hi-Tech Industrial Development Zone, Nantong City, Jiangsu Province 226236, China



