Electrical and Control ET6169.N

Voltage = 100v-240v
Power MW .
PowerSupply | Builtin
Control ONfOFF .
Insulation Class = Classl
Cable 0.5M HOSRN-F 3x1mm*
Environmental -20°C~50°C

LED and Optics

LEDBrand Citizen/CREE

LED Quantity < coBx1t

BeamAngle ¢ 15°/24°/36°/50°/20°"50°

Delivered Lumen 3630im(24°)

ColourRendering CRleo ...

socMm = I

cet 3000K/4000K/5000K/

LEDOptic ] PMMALens

Physical

Housing Aluminium

Lens Material Glass

External Serew Stainless steel material :

Surface Treatment Anticorrosive coating

NetWeight o7kG

Warranty Syears 140 409

Ratng Pes 2 LTk

Impact Protection k08 Lt =
A 60x60

Certificatons RAL9011 RAL9006 RAL9016
" Mi Ib
Photometric curves: Ratzotz  [IRAL70161

ET6169-15°-3000K T i AT: (I = e T ET6169-24°-3000K R s s A T = e 1) ET6169 -36°-3000K
H(m) o(m) Ix(MAX) - S H(m) @(m) Ix(MAX) B = H(m) o(m) IX(MAX)
2 0.62 6855 2 0.82 5212 2 1.05 2367
4 1.23 1714 15 . 4 1.64 1303 o A 4 2,51 502
6 1.85 761 5 6 2.46 579 1 6 3.76 263
8 247 428 . 8 3.28 326 o470 8 5.02 148
T s AT (A == e T ET6169-20°x50°-3000K ET6169-50°-3000K
Hm)  g(m) Ix(MAX) Hm)  g(m) IX(MAX)
X % 2 0.63 2033 2 1.95 1184
Ia " 4 1.26 508 4 3.91 296
0 6 1.90 225 o 6 5.86 131
o 8 253 127 s 8 7.82 74
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