Electrical and Control ET6902

Voltage = - 24vDC__
Power 24Wim
PowerSupply /.
Control ONfOFF .
Insulation Class = Classit
Cable 0.5M HOSRN-F 2ximm*
Environmental -20°C~40°C

LED and Optics

LEDBrand Osram/CREE
LED Quantity | LEDx24
Beam Angle ¢ 30°/50%/20**5%°
Delivered Lumen =~ 1s80m
Colour Rendering ¢ CRIsO
socm 0 s
¢cr  3000K/4000K/6000K/RGBW (W=4
LED optic /.
Physical
Housing | Siicone Q Bend standard only
Lens Material /0
ExternalScrew /. LIk }
29, _ 38
7sil‘!r7f§§e7 T[gqtmqnt 7777777777777 S ilﬁiCﬁOﬁnﬁe 7777777777777777777 Aluminum Clip&Profile Adjustable Angle Clip
Net Weight | oek¢ s, °
Warranty 3years 81 (@ [(®@ @) |
Ratin IP65 120
fffff T T R
Impact Protecton KOS
Certifications c ,,€, ,,,,,,,,,,,,,,,,,,,,
Photometric curves:
ET6902.20°X55° 3000K Q Bend standard only e Too sharp
Hm)  g(m) IX(MAX) )
5 112 313 _ Light Surface
4 225 78
6 3.37 35 X
8 4.51 19

e Don't twist the LED Neon light, otherwise the LED,
resistance and other internal circuit will be broken.
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