Electrical and Control ET7178

Voltage = - 24vDC__
Power w.o.o.ooo
PowerSupply /.
Control ONfOFF .
Insulation Class = Classit
Cable 0.5M HOSRN-F 2ximm*
Environmental -20°C~50°C

LED and Optics

LEDBrand Citizen /CREE ____________.
LED Quantity = f coBxXt
BeamAngle 15°/25°/36%/50°
Delivered Lumen  ° 123Im(25° 3000K)
Colour Rendering ! CRI&O
soem S
cr s 3000K/4000K/5000K .
LEDOptic | PMMA
Physical
Housing = Aluminum
Lens Material = Glass
External Screw Stainless steel material
Surface Treatment Anticorrosive coating N
NetWeight = = f 02kG S
£
Warranty Svears
Ratng Pes 7
Impact Protection IKO8 M20c1 5

Certifications C € ,,,,,,,,,,,,,,,,,,,, RAL9011 RAL9006 RAL9016
" Mi Ib
Photometric curves: rRac7o2  [IRAL7016Y

ET7178.15.30K [0~ 18 ¥ %0 ET7178.24.30K
H(m) g(m) IX(MAX) H(m) a(m) IX(MAX)
60> 0°
2 0.46 490 2 0.91 108
4 0.92 122 4 1.61 27
307 0°
6 1.39 54 L 6 272 12
8 1.85 30 dated 8 3.62 6
T S AT T = w1 ET7178.36.30K ToT T % ET7178.50.30K
H(m) o(m) IX(MAX) H(m) o(m) IX(MAX)
60 0 60> 0’
2 1.27 79 2 1.87 34
4 2.54 19 4 3.75 9
307 0° 30 0
X 6 3.81 8 : 6 5.62 4
316ed 8 5.02 4 140cd 8 7.48 2
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