Electrical and Control ET9012

Voltage = 12vbCizavbC
Power ew.o.ooo
PowerSupply | External
Control ONfOFF .
Insulation Class = Classit
Cable 0.5M HOSRN-F 2ximm*
Environmental -40 °C ~ 50 °C

LED and Optics

LEDBrand CREE ..
LED Quantity | LEDXS .
BeamAngle 8°/12°/22°/45°/60°
Delivered Lumen = ¢ 947lm
Colour Rendering ! CRI&O
soem S
ecr 2700K/3000K/4000K/6000K/RGBW
LEDOptic | PMMALlens
Physical

Housing Stainless steel
Lens Material = Glass
External Serew Stainless steel material
Surface Treatment . Stainless steel
NetWeight = : G
Warranty Svears
Rating P68
Impact Protection IKO9

P 20~48mm

Suitable for nozzle diameter: 20mm~48mm

Photometric curves:

R o T == et ET9014-8°-3000K ET9014-12°-3000K ET9014-45°-3000K
IS SET T Hm) o) Ix(MAX) Hm)  om)  Ix(MAX) Hm)  gm)  Ix(MAX)
M'ﬁ\w 2 026 6500 2 0.39 3320 2 1.63 3783
%‘ﬂﬂ“g" 4 0.52 1625 4 077 830.0 4 3.27 94.58
(1715 6 078 7222 6 1.16 368.9 6 4.90 42.04
0
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ET9014-22°-3000K To T 1 ET9014-35°-3000K
T H IX(MAX
Hm)  g(m) IX(MAX) Wn\w (m)  g(m) IX(MAX)
2 074 1134 "'l‘"“\\“’ 2 1.33 436.6
4 1.47 2836 "@’.‘!I‘“@“ 4 267 109.2
6 221 126.0 ‘n 6 4.00 4851
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