Electrical and Control ET9064

Voltage = 12vbCizavbC
Power ew.o.ooo
PowerSupply | External
Control ONfOFF .
Insulation Class = Classit
Cable 0.5M HOSRN-F 2ximm*
Environmental -40 °C ~ 50 °C

LED and Optics

LEDBrand CREE ..
LED Quantity | LEDXS .
BeamAngle 10°/15°/25%45°
Delivered Lumen ¢ 866lm
Colour Rendering ! CRI&O
soem S
ecr 2700K/3000K/4000K/6000K/RGBW
LEDOptic | PMMALlens
Physical

Housing Stainless steel
Lens Material = Glass
External Serew Stainless steel material
Surface Treatment Stainless steel
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Impact Protection Ko 2142,
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Photometric curves:

ET9064-10°-3000K ET9064-15°-3000K ET9064-25°-3000K

H(m) @(m) IX(MAX) H(m) o(m) IX(MAX) H(m) o(m) IX(MAX)
2 0.36 2517 2 0.46 1557 2 0.78 605
4 0.71 629 4 0.92 389 4 1.56 151
6 1.07 279 6 1.38 173 6 2.34 67
8 1.43 157 8 1.84 97 8 3.1 37
ET9064-15°*35°-3000K ET9064-45°-3000K

Hm)  g(m) IX(MAX) Hm)  g(m) IX(MAX)

2 0.58 305 2 1.76 165

4 117 76 4 3.53 41

6 1.75 33 L 6 5.3 18

8 233 19 £60cd 8 7.06 10
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