Electrical and Control

ET9211

Voltage = 12vbCizavbC
Power v
PowerSupply | External
Control ONfOFF .
Insulation Class Class llI

LED and Optics

LEDBrand CREE/Osram
LED Quantity | LEDX3 .
BeamAngle 15°/25°45°
Delivered Lumen =~ 195Im(15° 3000K)
Colour Rendering ! CRI&O
soem S
ecr 2700K/3000K/4000K/6000K/RGBW
LED Optic | PMMALens
Physical

Housing Stainless steel

NetWeight = = f 037KG
Warranty Svears
Rating P68
Impact Protection IKO9

Photometric curves:
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ET9211-15°-3000K ET9211-25°-3000K

H(m) o(m) IX(MAX) H(m) o(m) IX(MAX)

2 0.43 605 2 0.75 265

4 0.86 151 4 1.50 66

6 1.30 67 6 226 29
2424cd 8 1.73 38 ‘05;.“’ 8 3.01 16

To0 T~ 18" = 190 ET9211-40°-3000K
H(m) o(m) IX(MAX)
602 0
2 1.52 88
4 3.03 22
307 0
5 6 4.55
355¢d 8 6.07
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23 Juhai Road, Qidong Hi-Tech Industrial Development Zone, Nantong City, Jiangsu Province 226236, China



